Trend FX5 Zip Blinds t ren d

FX5 zip blind system is suitable for exterior use.

- useful and aestetically appealing choice of modern buildings 70
“strong fabric tension B Trend products comply with EU
- high resistance to wind 5.0 — directives regarding blinds, shades
) , ) , ) £ and shutters, EN 14501 Thermal
- heat gain effect with technical fabrics applied ;,;,, 4.0 and visua! Cpmfort _ Perfqrmanc,,e
- protection against insects in closed position 2 30 characteristics and classification”,
EN 13120 “Internal blinds -
- frame color options per the RAL chart 20 Performance requirements
-advanced control option with Somfy motors and devices 1.0 Inclulitg seifety
0 Fabrics fully support LEED green
buildings
0 1.0 20 3.0 40 50
) ) width (m) Products are 100% environment-
Fabric Options Max dimensions friendly and recyclable.
.y B Exterior Screen
g Serge
Compatible Alternatives:
{ - PVC/PES (standard) Sunshadow FRIENDLY

- PES Soltis Serge Ferrari
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Fabric

Serge

Al oSk
/ TEXTILES %56
VERTRAUEN " %
‘ Geprijft auf Schadstoffe
nach Oeko-Tex® Standard 100
513200 TESTEX

Composition
Weave Pattern
Width

Weight
Thickness

Roll length

Flame Retardancy (FR)

Moisture Resistant
Transparency Level
Backside application
Antibacterial
Openness Factor
LEED Support

Accoustic Coefficient (a)

Color Fastness

41% Glass 59% PVC
Twwill

160,205, 220, 250, 280, 320¢cm
544 g/m?

080 mm

500r33m

M1 SNFP92-503
B1/Din4102
FR/MFPA 70110

Yes

Transparent

Mo

Yes

3%

es

010,BSENISO 11654
7150105802

Technical information specifiedin this catalog should be evaluated in accordance with the General Terms & Conditions of
Saleof Trend Blinds & Curtains Istanbul or the technical sections of the contact of the related project and hence is not legally binding,



Components

il

15

15

1.

End Cop (Left&Right)
Kasa Kapak Sagé&Sal

Fitting Cap for 414

Knpok o Gecme

Celik Boru &378 mm
Steel Tube 378 mm

End Plug for Motor

Plastic Insert
Plastik Insert

Headrail Profile
Ust Montaj Profili

2
3
4
5
6
7

8

Cover for Headrail

Aluminium Side Guide Profile Cap
Prafil Kﬂnﬂlr

Aluminivm Side Guide Profile

9. Aliminyum Yan Dikme Profil

10.
11.

Aluminivm Bottom Profile
Aliminyum Ftek Citas
End Cap for Bottom Rail
Alt Profil Tapa

12,

Pve Profile
Py Profil
End Cap for 422

13.  Pvwc Profil Klovuzu Vidalh

End Cap for 402

14 « — Yan Dikme Kapak

Zip Screen Weight

15, ZipScreenAgebk

16.

Zip Fermuar
Zip Zipper

17.

Zip Screen Metal Pim
fip Fpiﬁng Pin

18.

Zip Screen Fitil @3xE4
Zip Tube G33xE6




Components

Headbox

Tube 78 mm

105

103

105

Side guidance

-

45,5

34.5

* Innovative and elegant top cover with side caps

* Fully Somfy and Dooya compatible components

* Can be painted to RAL of preference

Bottom rail

22,73

43,42

3,13

5.6




sales@trendperde.com.tr

trendperde.com.tr trend
0090 216 3270727
Technical data cited in this document is subject to change without notice and should be evaluated in

accordance with the General Terms & Conditions of Sale of Trend Blinds Istanbul or the technical
sections of the contact of the related project and hence is not legally binding.



